
Version:Date:REF:

Notes: This detail is in accordance with the 
BRANZ Appraisal and CodeMark certification. 
Please contact us for any required customization.
 © Ultraguard LTD

Technical Support and Advice: 
Email: technical@gaf.nz
Call: 0800 42 33 55
Web: www.gafroofing.co.nz/TPO 
GAF New Zealand Distributor 17/01/2025 AT-805

Drawing Title:

GAF EverGuard TPO Roofing

Scale: N.T.S.

INSIDE CORNER 'PIG EAR' UP

STEP 1

REINFORCED  EVERGUARD

®

MEMBRANE

DRILL-TEC

™

 PLATES &

FASTENERS 12" (305mm)

O.C. (6" [152mm] O.C. FOR

BALLASTED SYSTEMS)

CURB OR WALL

ONE PIECE FOLD WITH PIG EAR

(DO NOT CUT) ALL SEGMENTS

MUST BE WELDED TO THE

VERTICAL FLASHINGS

STEP 2

REINFORCED  EVERGUARD

®

MEMBRANE

CURB OR WALL

NOTE:

1. . ALL SEGMENTS OF THE EAR MUST BE WELDED TOGETHER AND WELDED TO THE WALL
2. . CHECK SYSTEM SPEC FOR GUIDELINES ON ADHERING FLASHINGS.
3. . FOR INSULATION THICKNESS GREATER THAN 8” (203 mm), A COVER BOARD IS REQUIRED ON MECHANICALLY ATTACH SYSTEMS ONLY.




