
Version:Date:REF:

Notes: This detail is in accordance with the 
BRANZ Appraisal and CodeMark certification. 
Please contact us for any required customization.
 © Ultraguard LTD

Technical Support and Advice: 
Email: technical@gaf.nz
Call: 0800 42 33 55
Web: www.gafroofing.co.nz/TPO 
GAF New Zealand Distributor 17/01/2025 AT-906

Drawing Title:

GAF EverGuard TPO Roofing

Scale: N.T.S.

FIELD FABRICATED EXPANSION JOINT DETAIL - FLAT TYPE NOTE:

1.. FOR INSULATION THICKNESS GREATER THAN 8” (203 mm), A COVER BOARD IS REQUIRED ON MECHANICALLY ATTACH
SYSTEMS ONLY.
2.. FIELD-FABRICATED EXPANSION JOINT SHOULD NOT BE FLEECE-BACK OR SELF-ADHERING MEMBRANE. USE STANDA
EVERGUARD® MEMBRANE.

HEAT-WELDED

BATT INSULATION

6" MIN.

EVERGUARD®

SMOOTH-BACK
MEMBRANE ONLY

WOOD NAILER, 5/4"
(31.8 mm) x 4" (102 mm)
MIN.

TAPERED EDGE STRIP

ROOF DECK/SUBSTRATE

MULTIPLE LAYERS OF
ENERGYGUARD™ ROOF
INSULATION

DRILL-TEC™ PLATE &
FASTENERS

BACKER ROD 1-1/2
TIMES OPENING

REINFORCED
EVERGUARD®

MEMBRANE




