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Notes: This detail is in accordance with the 
BRANZ Appraisal certification. Contact us 
for any required customization.
 © Ultraguard LTD

Technical Support and Advice: 
Email: technical@gaf.nz
Call: 0800 42 33 55
Web: www.gafroofing.co.nz/TPO 
GAF New Zealand Distributor 03/02/2025 AS-134

Drawing Title:

GAF Asphalt Shingle Roofing

Scale: N.T.S.

INTERTENANCY ROOF JUNCTION (GIB)

100 100

GIB® Wall Clips Refer to GIB
barrierline system

Roof framing

Plasterboard

GIB Barrierline®

GIB Weatherline®
or GIB Fyreline®
fixed to GIB
Barrierline®  with
chipboard or GIB®
Laminator screws
as per GIB
Barrierline®
system
 refer to GIB
Barrierline system

H3.2 Solid timber blocking

Nominal 10mm gap
between top of GIB
Barrierline® and solid
timber blocking

GAF Asphalt
shingles on D226+
roof underlay on
15mm plywood on
timber frame

Fire retardant roof underlay
covertek 403 overlaps D226

+ roof underlay by 100mm

Fill void with mineral wool
or ceramic fibre cavity

insulation.

Continuous GIB®
Rondo® 140

Perimeter Channel
Refer to GIB

Barrierline system

Required insulation

Shingle 
Roof Systems
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Notes: 
This detail has been designed by 
DEASIGNFIRE Architects & Fire 
Consultants for GAF Shingle 
systems, BRANZ Appraisal 529.

Detail has been externally 
reviewed by (GIB) Winstone 
Wallboards LTD and BRANZ 
Technical Services. 




